
System
Performance

*Wide range: from 0.5 to 6~10m
Narrow range: from 0.5 to 10m 
Depth accuracy > 98% | 940nm

Sensor & 
Optical
Format

Onsemi iToF AF0130 | 1/3" 
1.2Mp | 3.5µm

Lens

Wide FOV: 75.1° x 100.2° x 125.5° (VxHxD)
F#: 1.2 | FL: 2.5mm

Narrow FOV: 50.2° x 63.9° x 78° (VxHxD)
F#: 1.3 | FL: 3.51mm

Output
Interface

MIPI-2 Lane

Operating
Temperature

Wide: 0°C to 60°C
Narrow: 0°C to 40°C

*Power
Consumption

Peak: 24w
Avg: <1W @ 30fps

*typical value based on validation sample

Software Linux & Windows

Dimension
52mm x 49mm x 10mm

(LxWxH)

Kelly (SENS002-10)
Premium Camera Module

Reference applications for developers:

98% depth accuracy
Range up to 10m*
High performance iTOF sensor
No blur, even with fast-moving objects
Wide FOV, with built-in processing & storage
MIPI-2 Lane, low power requirement 
Eye Safety: Class 1 

General Specification:

+886 3 3466348 8F, 202 Xingfu Rd., Taoyuan District,
Taoyuan, Taiwan (R.O.C.)

hello@issatek.com

Distance
Measurement

Drones Factory 
Automation

AGVLogistics

3D Robust Depth Camera for Obstacle 
Avoidance & Recognition, and Volumetric Measurement

Kelly Wide


